ATEX and EX electrical
solutions developer

Enclosure series CCF

Protection mode:

Type of protection: 12 GD Ex d IlIB+H2 Ex tD A21
Il 2 GD Ex d [ia] IB+H2 / Ex tD [iaD] A21
Class of temperature:  T6-T3
Protection degree: IP65
Ambient Temp : -20 / +40<C
Description:

The enclosures series CCF are normally used for housing electrical equipment. The thickness of the
cover is suitable for external assembly of handles, push buttons signallers. Enclosure, in light alloy with
securing brackets in tropicalized steel, is supplied for ambiental temperature up to +40C (standard).
External bolts and screws in stainless steel, RAL 2004 anticondensate internal coating, RAL 7000
external epoxv coatina with embossed effect.

Technicals data:

I
Cod. Art. | Dimensioni esterne (mm) Dimensioni interne (mm) Dimensioni di fissaggio Peso (Kg)
Cat. No. External dimens. (mm) Internal dimensions (mm) Fixing dimensions Weight (Kg)
™ A |l B ]| ¢ a | < | < p | ] r | & E | 1

CCFO 150 150 127 93 93 96 94 104 60 M6 140 7 160 32
CCF1 150 200 127 93 143 96 94 104 110 Mo 140 7 160 41
CCF? 200 250 150 140 190 124 122 154 160 Mo 190 7 210 6.8
CCFE 3 250 300 150 175 225 117 112 185 180 Mo 230 9 255 10.6
CCF 3A 250 300 200 175 225 167 162 185 180 M6 230 9 255 11.9
CCF 4 250 350 150 175 275 117 112 185 230 Mo 230 9 255 12
CCF 4A 250 350 200 175 275 167 162 185 230 Mo 230 2 255 13.3
CCE S5 300 400 200 218 318 164 159 225 275 MS8 275 9 300 18
CCF 54 300 400 250 218 318 214 209 225 275 MBS 275 9 300 20
CCF o 300 450 200 218 368 164 159 225 325 M8 275 2 300 20
CCF 6A 300 450 250 218 368 214 209 225 325 MS 275 9 300 225
CCE7 400 500 200 305 405 152 150 315 350 M10 370 11 400 31
CCET7A 400 500 250 305 405 202 200 315 350 MI10 370 11 400 34
CCF s 350 550 200 255 455 152 150 265 400 M10 320 11 350 31
CCF 34 350 550 250 255 455 200 200 265 400 M10 320 11 350 34
CCF?9 400 600 200 300 500 145 143 315 450 M 10 370 11 400 38
CCF 94 400 600 250 300 500 195 193 315 450 M 10 370 11 400 43
CCF 10 450 650 200 356 548 145 141 360 500 M10 420 11 450 49
CCF 10A 450 650 250 356 548 195 191 360 500 M10 420 11 450 55
CCF 10B 450 650 300 356 548 245 241 360 500 M10 420 11 450 61.5
CCF11 500 700 250 386 586 194 183 395 520 M12 465 13 500 68
CCF11A 500 700 300 386 586 244 233 395 520 M12 465 13 500 76
CCF11B 500 700 350 386 586 294 283 395 520 M1z 465 13 500 84
CCF 12 550 750 250 436 636 190 180 445 570 M 12 515 13 550 82
CCE 12A 550 750 300 436 636 240 230 445 570 M12 515 13 550 90
CCFE 1B 550 750 350 436 636 290 280 445 570 M 12 515 13 550 98
CCF 13 200 600 140 120 520 105 100 135 470 Mo 180 9 205 155
CCF 14 220 750 175 140 670 130 125 150 610 MSB 200 9 225 24
CCF 16 670 920 330 550 800 245 240 560 650 M6 660 16 700 138
CCF 16A 670 920 390 550 800 305 300 560 650 M6 660 16 700 146
CCF 16B 670 920 450 550 800 365 360 560 650 M6 660 16 700 164
CCF 20 450 450 250 356 356 185 178 360 300 MI10 420 11 450 -
CCEFE 20A 450 450 350 356 356 285 278 360 300 M10 420 11 450 -
CCFE 20B 450 450 470 356 356 405 398 360 300 M10 420 11 450 51
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Accessories for enclosure series CCF

Fixing brackets

Enclosure series CCF
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Codice Custodia Dimensioni | Interasse fori (mm) [ Peso (g)
~ - Code Enclosure Dimensions Holes interaxis Weight (g)
7\ -~ A B|C D E F
T SJo CCFO 160 [ 20| 4 140 | 104 7 100
SJ1 CCF1 160 [ 20| 4 140 | 104 7 100
SJ2 CCF2 210 | 20| 4 | 190 | 154 7 125
i SJ3 CCF 3 255 |25 5 | 230 | 185 9 250
| SJ4 CCF 4 255 [ 25| 5 | 230 | 185 9 250
o ‘ uwl < SJ S CCF 5 300 [ 30)] 5 | 275 | 225 9 350
! SJe6 CCF 6 300 [ 30 5 | 275 | 225 9 350
! SJ7 CCE7 400 | 30| 6 | 370 | 315 11 550
SJ8 CCF 8 350 [ 30| 6 | 320 | 265 11 550
SJ9 CCF 9 400 [ 30| 6 | 370 [ 315 | 11 550
— SJ 10 CCF 10 450 | 30| 8 | 419 | 360 11 850
‘i\‘ SJ11 CCF 11 500 | 40| 8 | 465 | 395 13 1200
s SJ12 CCF 12 550 | 40| 8 | 515 | 445 13 1350
SJ13 CCF 13 205 25 5 180 | 135 9 250
SJ 14 CCF 14 235 [ 30| 5 | 200 | 150 9 350
SJ 16 CCF 16 700 | 45| 20 | 660 | 560 16 350
SJ 20 CCF 20 450 [ 30| 8 | 420 | 360 | 11 850
Internal panel
Codice Custodia Dimensioni (mm) | Interasse fori (mm) | Peso (g)
“ 0 Code Enclosure Dimensions (mm) Holes inferaxis Weight (2)
(o) A B C D E F
,5& #, PJO CCF o0 80 80 2 60 60 5.5 100
PI1 CCF1 80 | 130 2 60 | 110 5.5 160
P12 CCF2 130 | 180 2 110 | 160 5.5 350
PI3 CCF3 160 | 210 2 140 | 180 5.5 510
PI4 CCF 4 160 | 260 2 140 | 230 5.5 650
PI5 CCF 5 205 | 305 2 185 | 275 6.5 950
PJ6 CCF 6 205 | 355 2 185 | 325 6.5 1150
’{% w\l»@#i PJI7 CCF7 290 | 390 2.5 | 270 | 350 6.5 2150
N PI3 CCF8 240 | 440 2.5 | 220 | 400 6.5 1950
PJ O CCF 9 290 | 490 2.5 |265 | 450 7.5 2700
PI10 CCF 10 320 | 520 2.5 | 300 | 500 7.5 3440
PJ11 CCF 11 352 | 552 3 330 | 520 7.5 4750
PJ12 CCF 12 402 | 602 3 380 | 570 7.5 5000
PJ13 CCF 13 110 | 510 2 20 | 470 5.5 880
PJ14 CCF 14 120 | 650 2.5 | 100 | 610 6.5 1530
PJ 16 CCF 16 490 | 730 465 | 640 1.5 8000
PJ 20 CCF 20 320 | 320 2.5 | 300 | 300 7.5 3000
Hinges
. ~ ‘ ‘ ] Codice Custodia Dimensioni (mm)
VY - : .
N i o Code Enclosure Dimensions (mm)
J ‘ | . aAlB|lc|r]s]T| VWV
o L CJ0-2 CCF 0-2 181175] 9 |36 9 |18 | 45
| B o ) T A c - -
) CJ34 CCF 34 25 23 13 ] 50 2] 23 6
N - - - -
‘ ‘ ” CI56 CCF 5-6 25 23 13 ] 50 2] 25 6
B S 7 CI7-8 CCF 7-8 30 29 16 | 60 | 15 | 30 7
'-.\_\,/'/‘ CcI9 CCF 9 30 29 16 | 60 | 15 | 30 7
o _ CJ10-20 CCF 10-20 40 | 35 22 1 80 | 18 | 40 9
B CcI11-12 CCF 11-12 40 | 35 22 1 80 | 18 | 40 9
£ = - - =
1 \(;) CJ13-14 CCF 13-14 25 23 13 ] 50 21 25 6
— CJ 16 CCF 16 521 50 32 | 104) 20 | 52 10
I——
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Display window
In light alloy, RAL 7000 coating with embossed effect and transparent part in thermoresistant toughened
alass.

Display window fitted inside
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